STRUCTURAL NOTES

GENERAL

1. The Structural Drawings show the completed structural work. They
do not show components that may be necessary to support or
stabilize the work during construction. The Contractor is solely

responsible for ways and means of construction, and for safety

SPECIAL [NSPECTIONS

SPECIAL

1.

INSPECT IONS: GENERAL

Employ and pay for services of an independent testing laboratory to

perform the Special Inspections specified in the Contract Documents

or required by the Building Official. Cooperate with the laboratory
to facilitate execution of required services.

) = _ = _ = - 4 on the jobsite during construction.
ﬁg = = = ‘N 2. Services of a laboratory do not relieve Contractor’s obligations to
@ — < D _ D _ D | 41 2. Sections and Details on the Structural Drawings are referenced perform the work in accordance with the Contract Documents.
N ) from the drawings. They apply where referenced, and at all
X X similar locations. 3. Each inspection shall be documented promptly with a written report;
one copy each to the Owner, the Architect, the Contractor and the
| 3. Typical Details may not be referenced from the drawings. They Structural Engineer. Each report shall include:
EED[IZZZ{:: LJ apply at the conditions described on the Typical Detail. a. Date issued.
b. Project title and number.
Zﬂ &ﬁ 4. Field verify all dimensions locating existing building elements. c. Testing laboratory name, address and telephone number.
5 d. Name and signature of laboratory inspector.
® T 5. Drawings of existing conditions are based on drawings prepared e. Date and time of inspection.
% 5 by HTB Inc., dated 28 December 1982. Notify Structural Studio of f. Date of test.
® ® @ ~ any discrepancies between the Contract Documents and existing g. ldentification of product.
[ ! ! - ! conditions. h. Location of sample or test in the Project.
i. Type of inspection or test.
DESIGN LOADS j. Results of tests.
- k Statement of compliance or non—compliance with Contract
<i:: | = 1. Gravity loads: Documents.
| 7 = 7 o =EES:E == | Weight of equipment = as noted on drawings. . Interpretation of test results that indicate unsatisfactory
: . conditions.
| B | | ) | | = e — B3 | @ RE INFORCED CONCRETE
| | | | 7 | | | | 4. Track all non—complying work in subsequent reports until the work
L I L_7zj§;> f;/d §g§ I 1. Structural concrete shall be of normal weight aggregate with has been corrected and re—inspected.
specified properties as described below. Use Type 1 or Type 3 L. .
EZ Portland cement. Fly ash may be used to a maximum of 20% of 5. Refer to the Contract Documents and the Building Code for applicable
cementitious materials by weight. Standards and Criteria.
N N y g
N © 28 day max i mum air SPECIAL INSPECTIONS: CONCRETE
Ny strength s | ump aggregate content
A \\\_ N Structural concrete 3000 psi 4” 17 N/A 1. Perform continuous inspection of concrete during placement on site.
HRU-5
. : . 14,000 LB. . | Maximum tolerance for slump is 1”. Reject any concrete with non— 2. Inspect plastic concrete at site to verify that concrete is
J y
complying slump, and return to the supplier. Submit the proposed thoroughly and properly mixed. Control consistency of mix to
mix for review at least 14 days prior to placing concrete. protect against segregation due to excessive water. Adjust amounts
q of mixing water to assure uniform consistency of eac atch.
r m r T m m f ter t f t f each batch
o o 2. Apply bondi t t I f t i te.
: = : : 5 : : = : ] : = : ] : = : @ Pply bonding agent to all surfaces to receive concrete 3. Check mixing time of concrete in trucks.
3. Refer to Specifications for additional requirements.
(I Y e B | | e (N L _ | e_] © specttt '° e qu! 4. Certify each delivery ticket indicating class of concrete
delivered, and record amount of water added, time of mixing,
v | @ SAWCUTTING CONCRETE time of discharge, slump and location of placement.
1. Do not over—cut concrete slab at corners. Preferably use a chain . . .
Z - saw designed for this purpose. |f a circular saw is used, sawcut 5. Prqmpi[y reaort to Co?tiqctln% Off'cei detglls ?flreaiqns fo;
—~ EXISTING EQPT. © until blade reaches corner, then chip or use a chain saw as rejec ion or any qua?.ioles g tconire €. egorth oca |?ps Ot
A7) TO REMAIN — ; required to remove remaining concrete. concretre pours, quantitles, date ol pours and other pertinen
REFER MHJ3.0 N facts concerning concrete represented by rejected specimens.
SAWCUT 2'-0" x #'—0" OPENING TYP
| IN EXISTING ROOF|SLAB — ( ) STRUCTURAL STEEL 6. Test cylinders: during progress of work, mold, cure and test
EEEE%Agﬁug;yg CONCRETE 1. Structural shapes and plates shall conform to ASTM A36. specimens in accordance with Specifications.
| | . . . 2 P id h t of standard i i . th - 7. Slump tests: make slump tests for each 50 cubic yards of concrete
- rrovide oné shop coat of standdrd iron oxide primer, with d minimum placed, and for each set of cylinders in accordance with ASTM C143.
b Ko . é@ é@ (EZ) dry film thickness of 1.5 mils, on structural steel. Exclude
_I - - . . . .
T N T T T surfaces to receive fireproofing, surfaces to be field welded and 8. Temperature of concrete: determine temperature of concrete for each
faying surfaces of connections. Field—paint field connections .
. . . compressive strength test.
after installation, to match color and thickness of shop coat.
— EXISTING 9” . : : P :
9. Curing of concrete: inspect for maintenance of specified curing
CONCRETE SLAB temperature and protection techniques.
" g L " g s A 10. Reinforcing steel inspection:
18 -4 18 -4 18 -4 20-0 a. Perform visual inspection prior to placement for size, type, and
quality of materials.
b. Inspect placement of reinforcement for conformance with Contract
<ZZ> <E€> <1;> <EE> <E£> Documents and shop drawings, including size, vertical location,
horizontal spacing, correctness of bends, splices, clearance
between bars and forms, firmness of installation, and security of
support and ties.
REFER TO MH3.0 FOR c. Verify that steel is free of form release oil and other
INFO NOT REPEATED. deleterious materials.
SPECIAL INSPECTIONS: CONCRETE MASONRY
O1 roor pPLAN AT HRU-5 one resuire
SEALE, T=T—0 SPECIAL INSPECTIONS: STRUCTURAL STEEL
PLAN ' ,
NORTH None required.
INFILL EXISTING OPENING
L4 x 3 x 4 x 5'—0" LONG #4 x 1'—0" DOWEL W/ SPECIFIED 8" x 8" x 16”
EA. SIDE OF WALL. DRILL & EPOXY BLOCK
6” INTO EXIST. & MORTAR
EXISTING LINTEL BEAM
8" CMU WALL GROUT CELLS AT DOWELS
NEW OPENING
/——EMSHNG BLOCK WALL
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